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PRODUCT DETAILS
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DOUBLE SIDED ADHESIVE TAPES
DTR transparent and DTL white cloth

DOCUMENT CODE REVISION ISSUE DATE
ST-DTR-DTL 00

1. Identification and scope
Family of double sided adhesive tapes for fixing, mounting, laminating and splicing. DTR uses a transparent PET carrier and 
modified acrylic adhesive; DTL uses a cotton gauze carrier and white hot melt adhesive.

2. Standard range
Product name Technical reference Applications
DTR transparent 3M GPT-020 / GPT-

020F
Furniture trim, sealing profiles, cable ducts, displays, signage and decora-
tive finishes.

DTL white cloth 737 Temporary carpet fixing, felt and felt pads, footwear reinforcements and heel 
pieces, laminating and splicing.

3. Composition and construction
Component DTR DTL
Carrier Transparent PET, 12 µm Cotton gauze
Adhesive Modified acrylic White hot melt, synthetic rubbers and hydrocar-

bon resins, solvent free
Liner GPT-020: white PCK paper; GPT-020F: white PP 

film. 
Brown double siliconised paper

4. Technical characteristics
Characteristic DTR DTL
Total thickness without liner 200 µm 235 µm
Adhesive thickness per side 94 µm Not stated
Liner thickness 100 ± 10 µm 70 µm
Adhesion to steel 11,3 N/cm 12 N/cm
Adhesion to ABS 10,9 N/cm Not stated
Adhesion to polycarbonate 12,3 N/cm Not stated
Adhesion to polypropylene 12,3 N/cm Not stated
Adhesion to glass 11,8 N/cm Not stated
Static shear on steel > 10 000 min (1000 g, RT); > 10 000 

min (500 g, 90 °C)
> 3 h

Breaking strength Not stated 22 N/cm
Longitudinal elongation Not stated 4%
Service temperature Not stated -10 °C / +50 °C
SAFT thermal test GPT-020F only > 160 °C (1000 g); > 190 °C (500 g) Not stated

DTR — Peel: FINAT FTM1, after 72 h at room temperature, 180°, 300 mm/min, 0,05 mm PET film. Shear: FINAT FTM8, stain-
less steel, 25,4 × 25,4 mm area. SAFT: PSTC 17, ramp from 40 to 205 °C at 0,5 °C/min, 25,4 × 25,4 mm specimen; results 
apply exclusively to GPT-020F and cannot be used as a continuous service temperature range.
DTL — Methods: AFERA 5006 for thicknesses and adhesion; AFERA 5001 for shear; AFERA 5004 for breaking strength and 
elongation. Data tolerance: ±10%. 
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5. Customisation and made to measure production
Also available in jumbo version J. Widths, lengths, packaging and customisation options must be defined for the specific sup-
ply. 

6. Use and storage
Parameter DTR DTL
Storage temperature 15–25 °C 15–30 °C
Relative humidity 40–60% 40–60%
Shelf life 18 months from manufacture 12 months from delivery; 6 months for jumbo
Conditions Original sealed packaging; heat, humidity or 

inadequate sealing may reduce shelf life.
Original packaging, away from heat and direct 
light. Recondition after storage outside the 
stated range.

7. Environmental aspects and end of life
Multicomponent constructions with carrier, adhesive and removable liner. The PDFs do not state recycled content, recyclability 
test results or environmental identification codes for the finished product. Handle the removed liner and the material carrying 
the tape separately, following waste operator instructions and local requirements.

8. PPWR alignment
Any PPWR assessment must address the actual configuration and use, particularly where the tape is used as a packaging 
component. This data sheet does not certify such specific conformity; documentation must be checked for the specific supply 
and complete packaging.

9. Validity and notes
Review this data sheet when products or supply documentation change.
General note. Performance depends on the substrate and application, test and storage conditions; verify suitability through 
tests for the actual application. Unreported parameters have not been estimated. In case of discrepancies, the documentation 
for the specific supply takes precedence.


